
The essential functions of a broadcast television four to
eight camera mobile unit in a suitcase size package.

About 35 pounds, this new, revolutionary TV production
tool features a 17" high-resolution color LCD to show up
to eight source inputs, as well as Preview and Program
monitors, on one screen at the same time.

The Preview and Program monitors can instantly zoom
to full screen, without affecting the output signal, for criti-
cal “live editing” directorial judgements.

T ime base corrected switching allows a mixture of con-
sumer, prosumer and professional cameras to be inter-
cut with "plug and play" compatibility from either 4 com-
posite video, 4 S-Video and/or 2 FireWire inputs as well
as 4 stereo Audio inputs and 2 microphone XLR inputs.

Outputs are: 4 Composite, 4 S-Video and 1 daisy-
chainable FireWire output.  2 stereo Audio outputs as
well as a FireWire encoded audio and video outputs are
also available. Bright LED's ensure proper audio levels.

The PIXBOXTM meets RS-170A broadcast specifications
for complete professional quality.

The PIXBOXTM includes an 8-station, 2-channel P-L Inter-
com system, so the Director has complete communica-
tion with camera operators.  Also included is PixTALLYTM,
a proprietary LED tally system built into the P-L beltpacks
and mic boom to indicate when camera positions are "live."

A separate VGA computer display connector allows an
outboard 18" or larger Director's Monitor to be used along
side of the PIXBOXTMalthough the unit itself is a complete
stand-alone control room for web-streaming, cable TV
remotes, and/or broadcast television location control.

The PIXBOXTM is perfect for webcasting, cable-casting and/
or video recording live school sports events, local gov-
ernment and community meetings, seminars, lectures,
entertainment venues, hotel AV departments, recording
studio sessions, church services, and all multiple-camera
live one-time-only events.  Patents are pending.

THE ONLY “PLUG AND PLAY” LIVE TELEVISION EDITOR
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“We had a big 48-foot truck before ... Now we have a 24-inch suitcase ... I’d rather have the suitcase.
This PIXBOX is a great product!” - Charlie White - 24 Yr. Broadcast TV Director and Technical Writer

“The PIXBOX was very reliable, really simple, and easy to use ... the webcast looked like it was
produced from a mobile unit.  I would highly recommend this product to both the prosumer and the
professional.” - Peter Scott, Sr. Producer, Turner/NASCAR.com

WINNER

www.pixbox.tv
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A New Professional Device

NEW...
The Revolutionary

PIXBOX
TM



TECHNICAL SPECIFICATIONS:PIXBOX FEATURES:
•  "Plug and Play" up to 10 different video
   sources with TBC inputs eliminates intri-
   cate timing adjustments and scopes.
   --4 Composite Video (BNC)
   --4 Component Video (S-Video)
   --2 DV Firewire
•  Mix and match consumer, prosumer and
   professional camcorders
•  Built-in video color correction to match
   sources
•  Monitor up to 8 sources plus Preview and
   Program on one bright 17" act ive matrix
   LCD display at the same time
•  Zoom Preview or Program to full 17" screen
   instantly without affect ing output
•  Wide Viewing Angle-160 degrees horizon-
   tally and vertically
•  Large hood for LCD display lowers ambient
   light on screen
•  VGA output of split screen display for
   Director’s Stat ion
•  Four pair of  stereo audio or two pair of
   stereo Firewire audio inputs
•  Two microphone XLR connectors provide
    professional microphone capability
•  Bright stereo LED's for precise audio
   levels
•  Built-in stereo audio speakers or head-
   phone jacks with level control
•  Over 500 special ef fects including dis-
   solves, wipes, DVE, etc.
•   Outputs
     --4 Composite Video (BNC)
     --4 Component Video (S-Video)
     --1 Daisy-chainable DV (Firewire)
•  Built-in 4 to 8-station, 2-channel P-L intercom
   system with PixTALLYTM tally system on belt-
   packs, headphone boom and camera light.
•  Rugged, virtually indestructible Pelican 1520
   case
•  Most surfaces treated with f lat black to
   reduce visual distractions from reflections
•  Operates on 110-120 Volts,  50-60 cycle AC
   or may be operated on 12 VDC with
   120 watt invertor (not included)

THE

PIXBOXTM

CREATION TECHNOLOGIES, INC.
695 South Glenwood Place
Burbank, CA 91506
Tel:  1-866-749-2699 (Toll Free)
Fax: 1-818-238-9959
www.pixbox.tv

MONITOR DISPLAY IN LID

17” TFT-LCD

INPUT PANEL

PATCH PANEL

OUTPUT PANEL
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